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1 = Attach the eye bolts to your gym walls. Arrange these eye

bolts at each end of your gym in the following manner.
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Batting Gage Net #4

. Available in Dark Green Only

3 . Attach the cables as follows: OVERHEAD VIEW
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(TURNBUCKLES MUST HAVE EYE AT
ONE END AND HOOK AT THE OTHER.)

4 = Hang up your net by attaching the net’s thick Poly-Dac rope to
the cables by means of snap rings. Rings should be 18" apart.
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FOR ADDED SAFETY,
EXTRA NET PIECE
HANGS ON THE
CABLES, WITH SNAP
RINGS, BEHIND THE
JUGS MACHINE
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5 = SIDE VIEW OF NET IN PLACE
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6. “BATTER’S VIEW” OF CAGE #4 (Indoors)

GYM CEILING

Note: The “slope” of the net is important. The center of the net, for
its entire 35' length, is 14' high. The sides of the net are only 12"
high, leaving 18" of net on your gym floor. This helps keep batted
balls inside the enclosed area.
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7 = To store your net, simply slide it along the cables to side wall.
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8. If you want to take your net down, follow these steps:

1. After you have your net in the “ready-to-be-moved” position, slide the net down to one
end. (See drawing above.)

2. Then, unhook the cables at the other end. (In other words, the end furthest away from
the net.)

3. Wrap the cables around the net.

4. Unhook remaining turnbuckles.

5. Store net in closet.

A WARNING:

Do not leave your net and frame up during extreme weather conditions (high wind, snow), as non-warranty damage may occur.

HOW TO ATTACH YOUR NETTING TO THE CABLES

. The cables should be placed and tightened to your frame sections or walls.

Stretch out your net on the ground underneath the cables.

Starting at one end, while on a ladder or platform, have

your partner hand up to you the end of the net.

. Attach the rope border, on top of the net, to the cables by opening the snap rings and putting
the rope and cable inside. Repeat this every 18" having your partner continue to “feed” you
the net until one side is completed.

. Repeat steps 3 and 4 for the middle and opposite side cable.
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Note: You should have to go up and down the ladder only 3 times, once for each of the cables.

HOW TO ATTACH YOUR CABLES TO THE EYE BOLTS

1. Cut cable to appropriate length.

2. Run one end of your cable through the turnbuckle and secure using cable clamp. Tape end of
cable to prevent fraying.

3. Hook turnbuckle on to eye bolt extending from the wall or frame section.

4. Repeat steps 2 and 3 at opposite end.

5. Tighten the turnbuckles at each end of the cable to provide tension to hold up the net.

Note: You should provide for extra cable length when setting up initially. You can always cut off
excess cable if not needed.

Close-up view of the eye bolt, turnbuckle, cable clamp, cable, and snap rings
assembled:

C USTO |V| N ETT' N G of all shapes and sizes

now available, including: Batting Cage Nets, Backstops,
Trapezoid Backstops, Outfield and Foul Ball Netting.

There are 3 Ways for you to get more information

and FREE estimates on JUGS Custom Netting: f Ftrom‘
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1. Call JUGS at 1-800-547-6843 and ask for a Net Specialist. You in {ESS

2. FAX your specifications to a Net Specialist at 503-691-1100. THAN 2

WEEKS

3. E-mail your specifications to netspecialist@jkpsports.com.

NOTE: Drawings are not to scale.

JUGS Batting Cage Nets with 381 Ib. or 691 Ib. Breaking-Strength High-Tenacity Nylon Filaments are guaranteed for two (2) years against defects in material or workmanship. JUGS Batting Cage Nets with 119 Ib. or 191 Ib. Breaking-Strength High-Tenacity Nylon Filaments have a one (1) year guarantee against defects in material or workmanship.

All JUGS Batting Cage Frames are guaranteed for five (5) years unless damaged by snow, ice or other acts of God. Commercial use of JUGS Batting Cage Nets or JUGS Batting Cage Frames automatically limits this warranty to thirty (30) days after date of shipment.



